TECHNICAL INFORMATION, CONTINUED
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3. Mounting Screw for flange adaptors R
4, Seat 0-Ring i PVC-PP-PE
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SPACER
DIMENSIONS - INCHES / MILLIMETERS
SIZE A B C D (WITH SPRING) E
in/ DN in/mm in/ mm in/ mm in/ mm in/ mm
2/50 430/109 80/20 1.30/33 1.80/46 1.00/25
2-1/2763 490/124 80/20 1.60/ 41 2.00/ 51 1.50/38
3/80 5.40/137 80/20 2.00/ 51 2.90/74 1.60/ 41
4/100 6.50 /165 90/23 2.80/71 3.60/91 2.00/ 51
6/150 8.70 /221 1.00/ 25 440/112 5.80 /147 2.00/ 51
8/200 10.80/274 1.40/ 36 5.90/150 7.50/191 3.50/89
10/250 13.00/ 330 1.60/41 7.50/191 9.00/229 4.00/102
12/300 15.00/ 381 1.80/ 46 8.94/227 10.20 / 259 5.90/150
Dimensions are subject to change without notice — consult factory for installation information
Cv VALUES OPERATING TEMPERATURE / PRESSURE
160
SIZE SCH 40 SCH 80 T —
in/ DN W/O SPACER W/ SPACER CALCULATION FORMULA 140 ] g
2/50 58 74 w-[2] 5 m || oy srce |1
2-1/2 /63 77 108 AP = Pressure Drop o
5 o
3/80 105 203 0 = Fiowin GPM g
Cv = Flow Coefficient a
4/100 224 300 «
6/150 718 949 g
4
8/200 980 1175 z
10/250 1880 2050 =
12/300 2520 2940
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Contact Hayward Flow Control with questions: 1-888-429-4635 » Fax: 1-888-778-8410 e One Hayward Industrial Drive e Clemmons, NC 27012  USA
Visit us at: www.haywardflowcontrol.com e E-mail: hflow@haywardnet.com



